
Wallie buitenverlichting met sensor

Package type: CT á 1 pce
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Spot

Mounting method Surface mounting

Colour temperature (K) 3000 ‐ 3000

Luminaire efficacy (lm/W) 75

Suitable for lamp power (W) 8 ‐ 8

Max. system power (W) 8

Nominal voltage (V) 230 ‐ 230

Suitable for ceiling mounting No

Adjustability Rotating and swivelling

With movement sensor Yes

With light sensor Yes

Lamp type LED not exchangeable

With light source Yes

Degree of protection (IP) IP55

Suitable for number of light sources 1

Type of control gear LED operating device current‐controlled

With control gear Yes

Housing material Plastic

RAL‐number (similar) 7037

Housing colour Grey

Reflector White

Light sharing Symmetric

Length (mm) 187.4

Width (mm) 78

Height/depth (mm) 106.64

Voltage type AC

Colour of light White

Colour rendering index CRI 80‐89

Suitable for surface mounting Yes

Suitable for built‐in mounting No

Optics Reflector

Light distributor Reflector

Light outlet Direct

Number of poles 3

Emergency power supply integrated No

Suitable for wall mounting Yes

Dimming DALI‐2 No

With mounting bracket Yes

PRODUCT SPECIFICATIONS:
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