
SPECIFICATIES

Protocol RF + Bluetooth 

Voeding  Kinetisch

Range (open veld) 30 meter

IP waarde IP20

Dim range 0.1% - 100%

Afmetingen  86 x 86 x 14 mm

890201
AB-BT-WAND-PI

HANDLEIDING

INTRODUCTIE

Deze wand afstandsbediening is een 

draadloze bediening met Bluetooth 

protocol. Doordat de bediening kinetisch is 

er geen batterij benodigd.

Deze wandbediening wordt gebruikt in 

combinatie met de LEDdimmer 860200 

om ledstrips RGB, RGB(W), Tunable White 

of monochroom aan te sturen.

AFMETINGEN

MONTAGEKOPPELEN VAN DE AFSTANDS-

BEDIENING AAN DE DRIVER 860200

Indrukken om driver aan 
te zetten, vasthouden voor 
lichtniveau te verhogen

Indrukken om driver uit 
te zetten, vasthouden om 
lichtniveau te verminderen.

Tunable White knop, 
indrukken en vasthouden 
voor het verhogen van 
warmwitte kleur en 
verlagen coolwit. Opnieuw 
indrukken en vasthouden 
verhogen cool wit en 
verlagen warm wit. 

RGB kleur knop, indrukken 
en vasthouden om van 
kleur te veranderen.

10 mm

86 mm

VOORZIJDE

De afstandsbediening kan met schroeven 
of tape op de muur gemonteerd worden

Voor gebruik folie van de 
batterij verwijderen

ACHTERZIJDE

1. Sluit de driver aan volgens het 

aansluitschema( zie gebruiksaanwijzing 

860200)

2. Druk 3 keer op de program knop van 

de driver, of zet de spanning op de 

driver 3 keer uit / aan, om de driver in 

de koppel modus te brengen. 

3. Druk op één van de 4 knoppen. de 

aangesloten ledstrip zal één keer 

knipperen, als indicatie dat het 

koppelen gelukt is. 

Note: op 1 driver kunnen maximaal 8 

afstandsbedieningen gekoppeld worden. 

Prog. knop

RF + Bluetooth LED Receiver
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Garantie: 24 maanden na productiedatum 

mits het product volgens voorschrift is 

toegepast en niet is geopend.

• DO NOT expose the device to moisture.
S a fe ty & W a r n in g s

Pair with RF+Bluetooth receiver

Step 3: Click any of the 4 buttons on the remote, e.g. button         .
LED lights connected with the receiver flicker once means the receiver is paired
to the remote successfully.  

N o te : o n e r e c e iv e r c a n b e p a ir e d w ith m a x 8 r e m o te c o n tr o ls .

Step 1: Do wiring the RF+Bluetooth receiver according to wiring diagram(please refer 
to the instruction of RF receiver that you would like to pair with)

Prog.
R F +B lu e to o th L E D R e c e iv e r

Installation

The key part of this controller is a universal, extremely rotary standard switch element that can be integrated in 
numerous frames by different manufactures as below list:

BEKER S1, B1, B3, B7 glass

GIRA Standard55, E2, Event, Esprit

JUNG A500, Aplus

MERTEN M-smart, M-Arc, M-Plan

With Plastic Frame With Glass Frame

Step 2: Click the “Prog. Key ” or “Reset ” button on RF+Bluetooth receiver (or reset 
power of the receiver 3 times continuously if the button is not accessible) to set it into 
pairing to RF remote status 

Self Powered 3 in 1 R F+ Bluetooth R emote Controller 70200009

Function i ntroduction

Important: R ead All Instructions P rior to Installation

Front side

CCT button, press and hold to 
increase warm white and 
decrease cool white, release 
and press and hold again to 
increase cool white and 
decrease warm white.

RGB color button, press and 
hold down to get the color you 
would like

Click to turn on paired 
light devices, press 
and hold to increase
light intensity

Click to turn off paired
light devices, press 
and hold to decrease 
light intensity
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The remote control can be fixed on the wall with 3M glue or screw.

With Glass Frame

Product Data

Protocol

Power Supply

Transmission Frequency

Transmission R ange ( free field)

Protection Type

Dimming Range

Dimensions

R F+ Bluetooth

Self powered by built- in nano generator

2.4GHz

30m

IP20

0.1 % -1 00%

80.5x80.5x1 4.7mm  /  86x86x1 4mm

• R GB, C CT, DIM 3 in 1 w all remote based on R F+ Bluetooth Mesh

• Self-powered wall remote, no battery replacement & re-installation costs

• No wires, no batteries, no limits

• Ultra long lifetime, more than 1 m illion times pushing

• E asy & quick pairing to the R F+ Bluetooth receivers by simply pushing the buttons

• E nables to control 1 z one of receivers

• Mesh network for further control distance, receivers can transmit signal to each other

• 2.4 GHz global operation

• The controlled receiver status can be quickly synchronized to the smart APP 

• Transmission range between every two neighbor devices up to 30m

• E ach receiver can be paired to max. 8 remote controls

• E nables to control universal DIM, C CT, R GB, R GBW and RGB+ CCT R F+ Bluetooth devices

• S tandard size, compatible with existing E U size frame
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With Plastic Frame

14.7 mm

Het schakelcompartiment van de 

afstandsbediening is universeel en kan 

uitgewisseld worden met de volgende 

merken schakelmateriaal.

BERKER S1, B1, B3, B7 glass

GIRA Standaard55, E2, Event, Esprit

JUNG A500, Aplus

MERTEN M-smart, M-Arc, M-Plan

10 mm

86 mm

VOORZIJDE

De afstandsbediening kan met schroeven 
of tape op de muur gemonteerd worden

Voor gebruik folie van de 
batterij verwijderen

ACHTERZIJDE

De afstandsbediening kan met schroeven of tape op de 
muur gemonteerd worden


